	TITLE:  TDI-Brooks – Tide Gauge Deployment on Chevron Platform
	DATE:    08/05/06


	STAFF:

2 Survey crew
	Dept:

R/V Powell



	REQUIRED PPE:  HH, SS, PFD, Eyewear, VHF Radio 


	EQUIPMENT USED:   Ohmex Tidalite electronic tide gauge (includes a topside control unit 25 x 10 x 6cm, tide meter (15x4cm, data cable, 5m metal pole to mount tide meter below water line), 1 12v car battery (mounted near topside control unit). 




	STEPS
	PROCEDURES
	POTENTIAL HAZARDS
	RECOMMENDED ACTION 

OR PROCEDURE

	Arrival at Kaka Platform


	Establish communications between JW Powell and Kaka platform, transfer two survey crew members with required tools and tide gauge.
	Damage Vessel, Platform or interrupt ongoing work. Injure personnel.
	Make sure that contact with proper authorities is successful. Use proper procedure suggested by platform to transfer  to Platform.

	Find suitable location for mounting tide gauge on platform
	Confer with platform personnel to determine suitable location for mounting tide gauge
	Damage Tide gauge or injure personnel. 
	Make sure that Tide gauge install position is approved by proper authorities. 

	Mount tide gauge
	Use temporary mounting bracket to attach the top side unit, run data cable and tide meter attached to 5m

 mounting pole.
	Damage Tide gauge or injure personnel. 
	Make sure proper PPE and tools are used for job.

	Depart Kaka platform
	Transfer two survey crew members back to JW Powell and depart platform area.
	Injure personnel. 
	Use proper procedure suggested by platform to transfer back to the JW Powell.


