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WinFrog Configure Settings Guide

1. PURPOSE 

The purpose of this procedure is to detail the steps involved for all Vessels requiring Winfrog Configuration Settings Guide.

2. SCOPE 

This procedure applies to all employees within the Organization. 

3. RESPONSIBILITY AND AUTHORITY  

The Technical Director has the responsibility and authority for ensuring that this procedure is effectively implemented.

4. Procedure 
4.1 Open Configure “Geodetics”. See Figure 1. 
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Figure 1
4.2 Verify General Projection and Specific Projection are set correctly per zone. See Figure 2. 
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Figure 2
4.3 Verify “Units” are set.  See Figures 3-6. 
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Figure 3
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Figure 4
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Figure 5
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Figure 6
4.4 Verify “Time Synchronization” is set.  See Figures 7 & 8. 
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Figure 7
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Figure 8
4.5 Verify Simulator setting.  See Figures 9 & 10. 
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Figure 9
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Figure 10
4.6 Verify “Printer Setup” > then select “Configure”.  See Figures 11 & 12. 
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Figure 11
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Figure 12
4.7 Verify Data is correct for Company Name and Vessel > Verify Company Name, Vessel, and Date/Time are checked. See Figure 13. 
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Figure 13
4.8 Select “Window” and verify and primary screen that “Graphics-1” is selected.  See Figure 14. 
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Figure 14
4.9 Saving/Opening/ or New Projects > See Figure 15.
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Figure 15
4.10 For Editing Working files, Waypoints etc. > See Figure 16.

[image: image16.png]WINFROG - Project: J10852 B Spill Field Re
Edt View Configue Draw Utites Window

Savezs.
Project Configuraton.
Cable Database.

Select Workng Fies
select viorking Directories

Edt Working Fies Survey Lnes

Viaypoints
Import b
System Config Fie b sesmcsources
1 seismicReceivers
Intemal Security. [
License Information. » Pewe

Capture Scrzen

prt, o
| Fersets | vekecebevent
Refresh Warkng Fies Cabe Events

Exit




Figure 16
4.11 Once Configuration file has been modified > Always Save file to continue saving info.  See Figure 17.
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Figure 17
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